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Site Preparation Worksheet — Advantage Series 
Install Info 

INSTALL DATE  

MACHINE  MODEL AD Series (baseline) 

INSTALLER  

MACHINE SIZE 55" H x 41" W x 26" D 
(1397mm x 1040mm x 660mm) 

CRATE SIZE 64" H x 68" W x 61" D 
(1625mm x 1727mm x 1549mm) 

CRATE WEIGHT 1,069 kg/2,357 lbs 

CONTROL BOX 
SIZE 

48" H x 24" W x 38" D 
(1208mm x 609mm x 609mm) 

CAD Systems you will use with bender 

CAD PROGRAM VERSION DDES2? DXF? FILES RECEIVED FILES APPROVED 

      

Power and Air Requirements                     Yes/No 

POWER 220 3 PHASE DEDICATED LINE  

 DEDICATED GROUND PIKE  

RECEPTACLE 250V 20AMP 30 NEMA #L15-20   

COMPRESSED AIR  

AIR HOSE INDUSTRIAL DESIGN ¼"“M” STYLE 
FEMALE KWIK CHANGE COUPLER 

  

90 PSI @ 6 CFM 

Steel Rule  you will use with bender (must be in coils) 
MANUFACTURER POINT HEIGHT BEVEL ANGLE 

     

     


